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UANTITY [LENGTH
MARK|SIZE|Q TYPE[ A1 B | C |LencTH ITEM UNIT_[QUANTITIES
T [ 4 4 2-3 [SIR. 9-0 CONCRETE CU. YD.| _0.58
2 | 4 4 2-9 |STR. 11-0 REINFORCING LBS. 36
3 | 4 4 7-0 | 2 [1-0[6-0 29-0 STRUCTURAL EXCAVATION|CU. YD. 5
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TYPE 2
NOTES:

REINFORCEMENT.
APPROPRIATE.

a & b

INSTALLATION.

STANDARD DESIGNS — MUST BE ADAPTED TO THE SPECIFIC SITE.
CONCRETE SHALL CONFORM TO THE REQUIREMENTS OF CONSTRUCTION SPECIFICATIONS 31, CONCRETE OR 32,
CONCRETE FOR MINOR STRUCTURES.
REINFORCING STEEL SHALL CONFORM TO THE REQUIREMENTS OF CONSTRUCTION SPECIFICATION 34, STEEL

THE STRUCTURE SHALL CONFORM TO ENGINEERING STANDARD AND SPECIFICATIONS 378, POND, WHEN
METAL SHALL CONFORM TO THE REQUIREMENTS OF CONSTRUCTION SPECIFICATION 81, METAL FABRICATION AND
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